
Installation Sequence

M9 x 1.25 Recoil 
Standard Repair Kits 

Main use includes repair of stripped threads on brake 
caliper carrier bolts on most front wheel drive cars.

This includes: 
Audi
Skoda
VW
Ford
Vauxhall

… and many more!

❚

❚

❚

❚

❚

Contents: 
- High speed steel (HSS) Intermediate

STI tap
- 10 inserts – length 1.5D
- Installation and tang break off tool

Stripped Thread1 2 3

4 5 6

Drill It Tap It 

Reinstall Brake Calliper BoltNew Thread Ready For UseInsert It 

Fast, s
imple and saves co

stly
 replacement:

Order through your local 
Dealer

Part n
umber 35090

www.hfsindustrial.com | enquiries@hfsindustrial.com



Typical Applications

1/4-20 UNC 33040 50188 23043 10
1/4-28 UNF 34040 50188 24043 10
5/16-18 UNC 33050 50219 23053 10
5/16-24 UNF 34050 50250 24053 10
3/8-16 UNC 33060 50281 23063 10
3/8-24 UNF 34060 50313 24063 10
7/16-14 UNC 33070 50344 23073 10
7/16-20 UNF 34070 50344 24073 10
1/2-20 UNF 34080 50375 24083 10
9/16-18 UNF 34090 50438 24093 5
5/8-18 UNF 34100 50500 24103 5
3/4-10 UNC 33120 50591 23123 5
M5 x 0.8 Metric 35050 50156 25053 10
M6 x 1  Metric 35060 50188 25063 10
M8 x 1.25 Metric 35080 50250 25083 10
M10 x 1.5 Metric 35100 50281 25103 10
M10 x 1.25 Metric 37100 50313 27103 10

Size Kit ref. Installation Refil No, of inserts
Tool packets per bag

Exhaust Manifold Studs

M18 x 1.5 Metric 38181-X 50591 28181-x 5
Lambda Sensor Kit

7/16-14 UNC 33070 50344 23073 10
1/2-13 UNC 33080 50375 23083 10
9/16-12 UNC 33090 50438 23093 5
M10 x 1.5 Metric 35100 50281 25103 10
M11 x 1.5 Metric 35110 50344 25113 10
M11 x 1.25 Metric 37110 50344 27113 10
M12 x 1.75 Metric 35120 50375 25123 10

Cylinder Head Bolts

M9 x 1.25 Metric 35090 50281 25093 10
M11 x 1.25 Metric 37110 50344 27113 10

Brake Caliper Bolts

M12 x 1.5 Metric 37120 50375 27123 10
M12 x 1.25 Metric 38121 50375 28123 10

Wheel Bolts

5/16-18 UNC 33050 50219 23053 10
3/8-16 UNC 33060 50281 23063 10
M10 x 1.5 Metric 35100 50281 25103 10

Alternator Bolts

M10 x 1 Metric 38100 50313 28108 (.339”) 10
28109 (1/2”) 10

M12 x 1.25 Metric 35270 50375 28122 (1/2”) 10
28123 (3/4”) 10

M14 x 1.25 Metric 38140 50468 28149 (1/2”) 10
28140 (3/4”) 10

M18 x 1.5 Metric 38180 50591 28189 5

Size Kit ref. Installation Refil No, of inserts
Tool packets per bag

Sparkplug

3/8-16 UNC 33060 50281 23063 10
M10 x 1.5 Metric 35100 50281 25103 10

Starter Motor Bolts

1/4-19 BSP 31040 50438 21043 10
1/2-20 UNF 34080 50375 24083 10
5/8-11 UNC 33100 50500 23103 5
3/4-16 UNF 34120 50591 24123 5
7/8-14 UNF 34140 50688 24143 3
M12 x 1.75 Metric 35120 50375 25123 10
M14 x 1.5 Metric 37140 50438 27143 5
M16 x 1.5 Metric 37160 50500 27163 5
M18 x 1.5 Metric 38181 50591 28183 5

Oil Sump / Drain Plugs

Other Applications

Wheel Studs Studsaver 1, 2, 3 90620, 92238, 93200
CV Joints Studsaver 1, 2, 3 90620, 92238, 93200
Driveshafts Studsaver 1, 2, 3 90620, 92238, 93200
Engine Studs Studsaver 1, 2, 3 90620, 92238, 93200
Ball Joints Studsaver 1, 2, 3 90620, 92238, 93200

Product All Codes

Glow Plug Thread ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024
Spark Plug ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024
Sump Plug ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024
Oxy Sensor Threads ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024
Caliper Bolt Threads ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024
Subframe Threads ReTHRED 21, 22, 23, 24 94021, 94022, 94023, 94024

Product All Codes

Contains:

High speed steel (HSS) 
Intermediate STI tap

Quantity of inserts I.5D length

Installation and tang break off tool 
(up to m10)

Recoil Pro Series and Range kits 
also available 

❚

❚

❚

Contains specially designed insert for spark 
plug repair & a pilot nose tap for accurate 
self alignment. Designed again specifically 
for the spark plug, this kit eliminates the 
need for drilling. 

Benefits:

Expense reduced – spark plug ports 
can be recovered without expense of 
new cylinder heads

❚

Recoil’s specially designed insert for the 
lambda sensor thread, made from high 
temperature inconel.

Benefits:

The only high temperature 
insert in kit form

Bottoming lead tap measured to 
suit shallow depth of tapped hole 

❚

❚

Using solid carbon inserts, Recoil’s 
Plugsaver kit provides the perfect 
remedy for taper seat spark plug port 
repair.

Recoil Standard Kit Plugsaver Kit Lambda Sensor Thread Repair KitSpark Plug Thread Repair Kit


